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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 

IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 



SELECT k ANGULAR DIRECTIONS 
WHERE NULLS ARE TO BE 

LOCATED IN ANTENNA RADIATION 
PATTERN OF M-ELEMENT 
ANTENNA ARRAY 



CONSTRUCT k VECTORS v n 
CORRESPONDING TO SELECTED 
ANTENNA RADIATION PATTERN NULLS 



COMPUTE MxM MATRIX A OF 
RANK M-k THAT SATISFIES 
Av n =0 FOR n=1, .... k 



DETERMINE AMPLITUDE AND 
PHASE OF ANTENNA ELEMENTS 
IN ARRAY FROM MATRIX A 



CONTROL AMPLITUDE AND PHASE OF 
ANTENNA ELEMENTS TO FORM 
BEAM WITH NULLS AT SELECTED 
ANGULAR DIRECTIONS 
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